84A2 SERIES (FIXED LOWER JAW)

Cam Type Sheet Metal Grippers | Ordering Information

Fixed Lower & 90° Jaw

Sensors, Gripper Teeth & Mounting (See next page)

(Lower) (Upper)

( 8aa2 )(

)( 1 )( 1 )( D4 )( N )( BA )( BA) (T )0—| High Temperature

\ N

Body Style Options
Description
84A2 Standard
84AT2 Sensor T-Slot

Jaw Orientation Options
(Option 8 Only)
Description
“Blank” Double Jaw
L Single Left Jaw
R  Single Right Jaw

(Not available on T-Slot)

M

Porting Options Jaw Arrangement Options

Description Description
1 (2)M5 Double Upper, Straight Design
vV (2)G1/8 Double Upper, 90° Design

Single Upper, Left, Straight Design

Single Upper, Right, Straight Design

Double Upper, Straight Design, Drop Jaw
Double/Single Upper Extended Jaw

Double Upper, 45° Offset Design

Fixed Upper, Double Lower Jaws, 90° Design:
[84A2/84AT2 (-)1/V 9] 45° Jaw Opening Angle Std.
[84A2/84AT2 (X)1/V 9] 30° Jaw Opening Angle Std.

NVOOWONOBAN=

~\

Jaw Opening Options
Description
= 72° Jaw Opening (Std.)
30° Jaw Opening
Y 45° Jaw Opening

“Blank”

Specifications Unit

Piston mm

Actuation Time

(open/close) sec

Air Consumption per
Double Stroke at 6 bar

DeEsTRACO
a XY company

25
<0,1

0,32

SG-CTG | 20

Dimensions and technical information are subject to change without notice



84A2 SERIES (FIXED LOWER JAW)

Cam Type Sheet Metal Grippers | Ordering Information

|

Gripper Teeth, Points and Crown Options (Upper and Lower)

Steel Teeth Plastic Teeth* Steel Points Crown Teeth
00 None 00 None 00 None 00 None
BA Hardened - 8JZ-027-1 KF 90 Shore - 8JZ-045-2 PH Hardened - 8JZ-029-1 SK Hardened (Lower) - 8)JZ-036-2
BD Hardened (Upper) - 8]Z-049-1 *Not suitable for High SQ Hardened (Lower) - 8JZ-051-1
—_— Temperature applications SL Hardened (Upper) - 8JZ-037-1
SM Hardened (Upper) - 8JZ-038-1
SN Hardened (Upper) - 8JZ-039-1
SP Hardened (Upper) - 8JZ-040-1
—— .
High Temperature (84A2 Only)
BB Soft Steel - 8JZ-028-1 Pl Soft Steel - 8]Z-074-1 &
) )
e High Temperature (84A2 Only)
DD Soft Steel - 8]Z-087-1 (Lower)
——/ ———
High Temperature (84A2 Only) RR Soft Steel - 8JZ-088-1 ( ) )
FF Soft Steel - 8JZ-085-1 = ~
) ""w‘
Shims for gripper teeth available G J
Order Separately 85B-039-1 LL Soft Steel - 81Z-086-1 (Lower)
Dimensions: 10 x 10 x T mm
—— ( N\
EE Soft Steel - 8JZ-092-1
)
_ Mounting Options
\. J Descriotion @32mm Rear Ball
0 et P GT-32B-84A2- L-R
. I @20mm Rear Rod 2323??52:"1?296; Ball
Sensor Options (not suitable for High Temperature applications) 8MA-165-1 e .
@25 R Rod Q Guards 8MH-054-1
Description J mm Rear ko (For Jaw Arrangements
8MA-166-1 Options 1, 4, 6 only)
00 None Z ©1.00” Rear Rod V RearFlange
D4* Part Present Sensor 3mm Sensing Distance, 2m Cable - 8EA-075-2 8M;A-1 68-1 8MA-147-1
D5 Double Sheet Control Sensor, M12x1 Plug - 8EA-087-1 .
. . L @20mm Apple Core W On-Body Swivel Ball
D7* Part Present Sensor, 3mm Sensing Distance, M12x1 Plug - 8EA-075-3 GT-20M-84A2-L-R 827B-025-2
D8 2X Position Sensor - 8EA-109-1 (84AT2 Models Only)
GP* 1XD4 + 1XD5 e N\ 7 e N\
GQ*1X D5 + 1X D7 1 J y 4
GK 2X D5 (not for 84AT2 Models)
*For Jaw Arrangements Options 1, 2, 7, 8 ,9 only.
q \ \ D \. / \\ J \\
D4 D5 D7
4 )
_ — - . - L
. J \\ A J \ J
( AW 4 N\ [ )
D8 GP GQ GK (" N\ ( )
. _ | Q w
L= -] 8] 2
. J \\ J \\ J —— )
)
== Cable support for D4 Sensor. Order Separately 8MA-149-1 \Y/ @30mm
/ Mounted on lower side of gripper (for 84A2-11, 84A2-V1, \_Both Included )
84A2-18, 84A2-V8 only) (not for 84AT2 Models)
Cover for Sensing Systems D5, GP, GQ, GK
Order Separately 82ZB-185-1 —
Dimensions and technical information are subject to change without notice SG-CTG | 21 @ESTQCD
- a JII) company



84A2..1 SERIES (FIXED LOWER JAW)

Cam Type Sheet Metal Grippers | Dimensions and Technical Specifications

84A2.11 M4 /9 deep 55
o [T — = ¢ ¥ -
o] Py e s O [ ] 1\ “le — '
P | e 1 | =2 g EE ,
— @1 immimimn L ==
\ \ e FeH——" .
10 M5 (2x)
—~144 (compressed-air supply at 180°
pivotable, not for 84AT2 models)
445 _6 ©,
- %, -
o 8
s x —
g° 3 ? g o
= ¥ =
-la 8 1 s E‘
‘ [
| L 38 | T\M5/6deep (4x)
| 55
Medium air, min. 3 bar, max. 6 bar.
113,3 Operation with oil-free air is permissible.
136,3
! NOTE! Any extension of the moveable
fixed gri i Il as the addi-
Addition of gripper teeth height and thickness of the clamped plate must be 20,5 mm. orﬁol):]ecﬂ gﬂgff,:,f,n'so?w‘;hgswi,fv‘:,id'
It might be necessary to use shim plates or to grind off the gripper teeth. warrantee.
84A2.V1
[ 1 = =
,,kl [ T T I:II ° J[—=> I
o o> S
17177 T —=
G1/8 (2x)
compressed-air
supply

50

V
T-groove for sensor

Model Obenina Andle O Clamping force at 6 bar Weight
84A2..1/84AT2..1 pening Angle ~N [Ibs] Kg [Ibs]
- 72°
X 30° 920 [207] 0,6 [1.32]
Y 45°
DESTACO SG-CTG | 22 Dimensions and technical information are subject to change without notice

a JIIE) company



84A2..2 SERIES (FIXED LOWER JAW)

Cam Type Sheet Metal Grippers | Dimensions and Technical Specifications

84A2.12

M4 /9 deep 55
v

LT I
y 1 [T ——
1 | 1|\ (& —
S‘ Q. . T N A\ 3 '
~ 0 |- [NENI] 7 —
— [ 1 [ —F | o0 —
Yy 1T 7 LI 1 L 0 ==

= : ‘
10 | M5 (2x)

(compressed-air supply at 180°
pivotable, not for 84AT2 models)

M5 / 6 deep (4x) M5 (4x)
o 6 deep
KA 5
nin_ 3
o L 8
X L? é § o 2‘%) 77 =
T s £ 3 drere
N N O
3 fo%e
o +
._ _.
o
© 3402
Medium air,
18,8 mg)‘( ?é bb(;:’ Addition of gripper teeth height and thickness NOTE! Any extension of the
2915 Operation with __ of the clamped plate must be 20,5 mm. It might moveable or fixed gripper jaws as
’ oil-free air is be necessary to use shim plates or to grind off well GS'fhe Gdfi"f'O'jC" attachment
permissible. the gripper teeth. of weights will void warrantee.

o
N

O ©

G1/8 (2x)
compressed-air supply

50

T-groove for sensor

Model Opening Angle o Clamping force at 6 bar Weight
84A2..2/84AT2..2 ~N [lbs] Kg [lbs]
- 72°
X 30° 575 [129] 0,65 [1.43]
Y 45°

Dimensions and technical information are subject to change without notice SG-CTG | 23 @EST’:,CD

a T company



84A2..4 SERIES (FIXED LOWER JAW)

Cam Type Sheet Metal Grippers | Dimensions and Technical Specifications

84A2.14 \ ~120,8
‘ M4 /9 deep 55
| b 5
[T T ———— FF———
N T .
o) I!I | TS _ < =
Y S ST - R @ 2
3= 1O s aaimmmim ‘ j° =\
| I — T 1
o 10 M5 (2x)
‘ (compressed-air supply at 180°
~144 pivotable, not for 84AT2 models)
M5 (4x)
44,5 evd, 6deep -
— 2N o
o 0. 3
- | N I g 3 -® O
i ) = g A.\‘
Q| : ) &t o 1 © O \Z
v 7 ‘ N O
i O * 1 ®
« | { 38 M5 / 6 deep (4x) 349

55

\
Medium air, min. 3 bar,
\

A-A © max. 6 bar. Operation with
1133 — oil-free air is permissible.
136,3
NOTE! Any extension of the
Addition of gripper teeth height and thickness of the clamped plate M3l o m°|‘ie°b|ﬁ or (‘;‘;‘?F’ gnlpper IEWS as
must be 20,5 mm. It might be necessary to use shim plates or to 81 ‘0 well as the additional attachment
. of weights will void warrantee.

grind off the gripper teeth.

o
N

K3

G1/8 (2x)
compressed-air supply

o
un

o

T-groove for sensor

Opening Angle o Clamping force at 6 bar Weight
84A2..4/84AT2..4 ~N [lbs] Kg [lbs]
- 72°
X 30° 920 [207] 0,5[1.1]
Y 45°
DEeEesTACO SG-CTG | 24 Dimensions and technical information are subject to change without notice

a JIIE) company



84A2..6 SERIES (FIXED LOWER JAW)

Cam Type Sheet Metal Grippers | Dimensions and Technical Specifications

84A2.16
9
ol X
? Lol
1 i [
‘ "o M5 (2x)
(compressed-air supply at 180°
~120,8 pivotable, not for 84AT2 models)
~144
1070
i@ 445 6
~
&4 7/ 0 L
6| _ =
2 ) _y 2 % B =
'-07 - —oco|” © 1S o
1o ‘ E =
—= O \d - Q > l o
N~ S © O
Ry )
« \ | \ @4,5 Q 38 M5 / 6 deep (4x) .
‘ 28 55 A-A 34-02
8,1
133 M3 g Medium air, NOTE! Any extension
| 136,3 min. 3 bar, of the moveable or
. . . . max. 6 bar. fixed gripper jaws as
Addition of gripper teeth height and thickness of the clamped plate Operation with well as the additional
must be 20,5 mm. It might be necessary to use shim plates or to — | oil-freeairis attachment of weights
grind off the gripper teeth. © permissible. will void warrantee.
84A2.V6
F?E 777777777 —
[ep s O, ‘—.>@,7,
| | I 1 .
ST - S
' N s || A

G1/8 (2x)
compressed-air supply

50

T-groove for sensor

Model Opening Angle o Clamping force at 6 bar Weight
84A2..6/84AT2..6 ~N [lbs] Kg [lbs]
- 72°
X 30° 920 [207] 0,5 [1.1]
Y 45°

Dimensions and technical information are subject to change without notice SG-CTG | 25 @EST’:,CD
a JII) company



84A2..7 SERIES (FIXED LOWER JAW)

Cam Type Sheet Metal Grippers | Dimensions and Technical Specifications

84A2.17 M4 /9 deep 55
N e R -] . '
\ I T [ =
of T S © I
S R | e 1 % 3
74@ i ‘ ,,,i,,,f’f,,,,,i,
‘ o M5 (2x)
(compressed-air supply at 180°
~144 pivotable, not for 84AT2 models)

M5 (4x)
6, M5/6deep
(4x) 67% 6 deep N
o ) oo 3
Sol ™ ? g 3 * O
= o E E o >~ -
0| v ¢ S N o & 3 o
——= O] O S5 1
x| ™ i -] -
w T T
HITTH
| 345,
e 113,3
136.3 Medium air, min. 3 bar, max. 6 bar.
‘ L Operation with oil-free air is permissible.
Addition of gripper teet.h height and thickness of ﬂ_1e clamped plate NOTE! Any extension of the moveable or fixed gripper jaws as
must be 40,5 mm. It might be necessary to use shim plates or to well as the additional attachment of weights will void warrantee.

grind off the gripper teeth.

84A2.V7
Eﬁ_ 777777777 —
‘ ) E—
| O ——— | = 'b@
[ | S
N T 1 iy ,,,ﬁ;;
| G1/8 (2x)
compressed-air supply
%a

50

=HHEE= T-groove for sensor

Model Opening Angle o Clamping force at 6 bar Weight
84A2..7/84AT2..7 ~N [lbs] Kg [Ibs]
- 72°
X 30° 920 [207] 0,6 [1.32]
Y 45°
DESTACO SG-CTG | 26 Dimensions and technical information are subject to change without notice

a JIIE) company



84A2..8 SERIES (FIXED LOWER JAW)

Cam Type Sheet Metal Grippers | Dimensions and Technical Specifications

84A2.18 M4/ 9 deep 55
| =] *
ﬁqw‘r*@u 1\ ¢ o) — —
B B s i e 1 SRS <3
I s it w5 \ ] . @ -2
)T [ TT 1 ‘ —=r=
| [ I — A P B
N 10 | M5 (2x)
‘ (compressed-air supply at 180°
~164 pivotable,not for 84AT2 models)
M5 (4x)
) © 6 deep
9 % KA S
1| E I .
1 =5 ¥ S o O
Lel — —
e S <
2 S .
4
M5 / 6 deep
(4x)
113,3
| 156,3 Medium air, min. 3 bar, max. 6 bar.
Operation with oil-free air is permissible.

Addition of gripper teeth height and thickness of the clamped
plate must be 20,5 mm. It might be necessary to use shim plates NOTE! Any extension of the moveable or fixed gripper jaws as
or to grind off the gripper teeth. well as the additional attachment of weights will void warrantee.

|
o
~
T
G1/8 (2x)
compressed-air
supply
o
4 et
\*’

V
T-groove for sensor

Model Opening Angle o Clamping force at 6 bar Weight
84A2..8/84AT2..8 ~N [lbs] Kg [lbs]
- 72°
X 30° 560 [126] 0,65 [1.43]
Y 45°
DESTACO SG-CTG | 28 Dimensions and technical information are subject to change without notice

a JIIE) company



84A2...8 SERIES (FIXED LOWER JAW)

Cam Type Sheet Metal Grippers | Dimensions and Technical Specifications

14,5 M4 /9 deep \A 55 | 84A2..18
S |
== ] =
3 N I I ] <+ 6} —
Q3 2o ‘ N i N @ < <
bt o] | o0 )
0] Right Side | ] © @ —
1 lJaw Shown Q-é i T ne—— i
‘10 M5 (2x)
~126,3 (compressed-air supply
at 180° pivotable,not
~164 for 84AT2 models)
55
44,5 6
_ v X
w| T
1| €
-y 2 =3
0 o S 2 Q
»8 hs TR g ! O
L 4
i < K 38 (":t\f)/ 6 deep
| o8
113,3
\ 156,3 Medium air, min. 3 bar, max. 6 bar.

Operation with oil-free air is permissible.

Addition of gripper teeth height and thickness of the clamped plate
must be 20,5 mm. It might be necessary to use shim plates or to
grind off the gripper teeth.

NOTE! Any extension of the moveable or fixed gripper jaws as
well as the additional attachment of weights will void warrantee.

84A2..V8
L I | | e B —
||@ﬁ] | A‘|II‘ |‘ |:IF|I %l—gh@ o
RighfSide]*L ] lre—D—- @ S
Jaw Shown Eél ' ‘ =N
G1/8 (2x)
compressed-air
supply
o
un

4694

T-groove for sensor

Model Opening Angle o Clamping force at 6 bar
84A2...8/84AT2...8 ~N [lbs] Kg [Ibs]
- 72°
Y 30° 560 [126] 0,65 [1.43]
X 45°
Dimensions and technical information are subject to change without notice SG-CTG | 29 @ESTF’CD
a JIID) company



84A2..0 SERIES (FIXED LOWER JAW)

Cam Type Sheet Metal Grippers | Dimensions and Technical Specifications

84A2.10 MA4-9 deep 35
‘ ———- —F— ~ J
[MAMT T T =
o oo e INES @)
SRR i e SRR
Q)= L=
| N — i — 2
14 M5
(compressed-air supply
i - | ~153 at 180° pivotable, not for
edium air,
min. 3 bar, 156,6 max. 84AT2 models)
max. 6 bar.
Operation with } 44,5 }6
oil-free air is M5-6 deep (4x)
permissible. ‘ O48% ‘
||
[+ . %
2T @ . E
-—E -—t&t o|f Y QA m
T X L’ U el
1|
38 M5-6 deep o I o
4
(4x) e @
55 29,15
0
113,3 34.02
NOTE! Any extension of the
moveable or fixed gripper jaws as
Addition of gripper teeth height and thickness of the clamped plate must be 20,5 mm. well as the additional attachment
It might be necessary to use shim plates or to grind off the gripper teeth. of weights will void warrantee.
84A2.V0
FE]?:@@EQ_L 77777777 ——
Gl 1, ‘—.>@,7,
@ 1 I I\“ Jr ] ) 8
= el
1SN _—=1
G1/8 (2x)
compressed-air
supply
o
Yo}

Py

T-groove for sensor

Model Opening Angle « Clamping force at 6 bar
84A2..0/84AT2..0 ~N [lbs] Kg [lbs]
= 72°
X 30° 600 [135] 0,65 [1.43]
Y 45°
DESTACO SG-CTG | 30 Dimensions and technical information are subject to change without notice

a JIIE) company



84A2..9 SERIES (FIXED LOWER JAW)

Cam Type Sheet Metal Grippers | Dimensions and Technical Specifications

NOTE! Any extension 84A2.19
of the moveable or
fixed gripper jaws as
well as the additional g '
attachment of weights T} i — -
will void warrantee. ;: i A -
N Z
Medium air, min. 1
3 bar, max. 6 bar.
Operation with oil-free M5 (2x) ;
air is permissible. ~1393 (compressed-air supply
’ at 180° pivotable,not for
84AT2 models)
~132
o M5 (4x)
M5 / 6 deep (4x) % 6 deep _
—ge >®\\ ® O
Jf— o ! P T
Sl o o § O H ¢
5 N o g E ® & }5
) S ! ! I ‘
)
) —
ol 2
18,8 8 g ‘ | 94 |
19,4
29,4
34.02
Addition of gripper teeth height and thickness of the clamped plate must be 20,5 mm.
It might be necessary to use shim plates or to grind off the gripper teeth.
84A2.V9

20

S
Tt T 4& t
[ [

E:é — i
G1/8 (2%)

compressed-air supply

50

40

~70
~75
77 max

T-groove for sensor

Model Ooenina Angle o Clamping force at 6 bar Weight
84A2..9/84AT2..9 pening Angle ~N [Ibs] Kg [Ibs]
- 45°
860 [193 0,6 [1.32
X 30° (193] ,6 [ ]
Dimensions and technical information are subject to change without notice SG-CTG | 31 @ESTF’CD
a JII) company



84A2 SERIES (MOVEABLE LOWER JAWS)

Cam Type Sheet Metal Grippers | Ordering Information

Moveable Lower Jaw

Sensors, Gripper Teeth & Mounting (See next page)

(Lower) (Upper)

( 8aa2 )(

- ) (s )(DSJ(M )(Cpr ) (CPH)-(CT )

High Temperature
(not available on T-Slot)

\ N

Body Style Options

Description

I

84A2 Standard
84AT2 Sensor T-Slot

Porting Options

Jaw Arrangement Options

Description Description
1 (2) M5 3 Double Symmetrical, Straight Design
VvV (2)G1/8 5 Single Symmetrical, Straight Design

Jaw Orientation Options
Description
“Blank” Double (Jaw Arrangement Options 3 only)
L Single Left (Jaw Arrangement Options 5 only)
R  Single Right (Jaw Arrangement Options 5 only)

- <X

SG-CTG | 32

DeEsTRACO
a XY company

Jaw Opening Options

Description

72° Jaw Opening (Symmetrical)
30° Jaw Opening (Symmetrical)
45° Jaw Opening (Symmetrical)
72° Upper/15° Lower Jaw

45° Upper/15° Lower Jaw

Specifications Unit

Piston mm 25
Actuation Time sec  <0,1
(open/close)

Air Consumption per 0,32

Double Stroke at 6 bar

Dimensions and technical information are subject to change without notice



84A2 SERIES (MOVEABLE LOWER JAWS)

Cam Type Sheet Metal Grippers | Ordering Information

Plastic Teeth*
00 None

Steel Teeth

00 None

BA Hardened - 8JZ-027-1
BD Hardened (Upper) - 8JZ-049-1 *Not suitable for High

)

——
BB Soft Steel - 8JZ-028-1
)

~———

High Temperature (84A2 Only)
FF Soft Steel - 8JZ-085-1

KF 90 Shore - 8JZ-045-2

Temperature applications

)
Shims for gripper teeth available
Order Separately - 8B-039-1
Dimensions: 10 x 10 x T mm
———
EE Soft Steel - 8JZ-092-1
)
———

Description

00 None

D5 Double Sheet Control Sensor, M12x1 Plug - 8EA-087-1
D8 2X Position Sensor - 8EA-109-1 (84AT2 Models Only)
GK 2X D5 (not for 84AT2 Models)

D5 D8 GK

Cover for Sensing Systems D5, GK
Order Separately 82ZB-185-1

Dimensions and technical information are subject to change without notice

Sensor Options (not suitable for High Temperature applications)

Gripper Teeth, Points and Crown Options (Upper and Lower)

Steel Points

00 None

PH Hardened - 8JZ-029-1

High Temperature (84A2 Only)

Pl

Soft Steel - 8JZ-074-1

RR Soft Steel - 8JZ-088-1

Crown Teeth

00 None

SK Hardened (Lower) - 8JZ-036-2
SQ Hardened (Lower) - 8JZ-051-1
SL Hardened (Upper) - 8JZ-037-1
SM Hardened (Upper) - 8JZ-038-1
SN Hardened (Upper) - 8JZ-039-1
SP Hardened (Upper) - 8JZ-040-1

High Temperature (84A2 Only)
DD Soft Steel - 8]Z-087-1 (Lower)

~\

\‘
J

LL Soft Steel - 8]Z-086-1 (Lower)
N

Mounting Options

Description

0 None

I @20mm Rear Rod M D32mm Rear Ball
8MA-165-1 GT-32B-84A2- L-R

J  @25mm Rear Rod N @32mm Flanged Ball
8MA-166-1 GT-32B-84A2- B

Z @1.00” Rear Rod V Rear Flange
8MA-168-1 8MA-147-1

L @20mm Apple Core W On-Body Swivel Ball
GT-20M-84A2-L-R 827B-025-2

( N\ [ )

7
.

-

I\

)

aﬂ

\_ )
4 V\

~——

SG-CTG | 33

@30mm

Both Included
. J

@ESTQCD
~ a JII) company




84A2..3 SERIES (DOUBLE SYMMETRICAL MOVEABLE JAWS)

Cam Type Sheet Metal Grippers | Dimensions and Technical Specifications

84A2.13 M4 /9 deep 55 i
w i ettt I —
| 1 | ==
- - ® = N
3333 — |“|‘ |||\IV N T < <
®| © o - —— [ I\I ) L - ©
Ty T *4‘@ T [T |, °j =
| |¢_I e e .. =
(compressed-air supply at 180°
| ~144 pivotable, not for 84AT2 models)
M5 (4x)
445 6 o 6 deep
7& —_
: . > ol %
col. ™ \? X E
+ 3] 8
ok tal-8 ¥ | & 3
‘ \*‘\ o o~ O
- o
}
38 M5 / 6 deep (4x)
55 3402
113,3
Medium air, min. 3 bar, max. 6 bar.
| 136,3 Operation with oil-free air is permissible.

Addition of gripper teeth height and thickness of the clamped plate
must be 20,5 mm. It might be necessary to use shim plates or to
grind off the gripper teeth.

NOTE! Any extension of the moveable or fixed gripper jaws as
well as the additional attachment of weights will void warrantee.

84A2.V3
am; o
s 1 e — =
) i m——— [ »@,7,
! | T A A _ o
| T |‘ ' +‘ II‘ ”| Y J o~
||.« 1 T, ,,,ﬁ:@; .
G1/8 (2x)
20 compressed-air supply
e\ R
|
N — .
B go ¢
© —

\
T-groove for sensor

Model Opening Angle O Clamping force at 6 bar Weight
84A2..3/84AT2..3 Symmetrical ~N [lbs] Kg [Ibs]
- 72°
X 30° 475 [107] 0,6 [1.32]
Y 45°
DesTACO SG-CTG | 34 Dimensions and technical information are subject to change without notice

a JIIE) company



84A2...5 SERIES (SINGLE SYMMETRICAL MOVEABLE JAWS)

Cam Type Sheet Metal Grippers | Dimensions and Technical Specifications

M4 /9 deep 55 } 84A2..15
~| LeftSide i
v | Jaw Shown | T Ad © —
Q . s _ < <
NS a7 T 1 am © ) M
= 1Sk i T, | =%
N - o M5 (2x)
‘ (compressed-air supply
~144 at 180° pivotable, not for
84AT2 models)
14,5
- ~
v 'ﬁ 445 6
s P
o 7 — 1 \\N Ne)
_x n s ™
o) © : e g l 8 =
~go R 0%, ‘@— @ -ta g 1 E 3
| ®- X >
\L .
N | 24,5
© T o8 W 38 M5 / 6 deep (4x)
55
1133 Medium air, min. 3 bar, max. 6 bar.
136,3 Operation with oil-free air is permissible.
[

Addition of gripper teeth height and thickness of the clamped plate NOTE! Any extension of the moveable or fixed gripper jaws as

must be 20,5 mm. It might be necessary to use shim plates or to well as the additional attachment of weights will void warrantee.
grind off the gripper teeth.
84A2..V5
o : . I
Left Side | ;*1"”;;@
Jaw Shown . ‘
‘ B ] - S I
HO- 1 Eb‘ ,,,ﬁ;@;
G1/8 (2x)

compressed-air supply

50

V
T-groove for sensor

Model Opening Angle O Clamping force at 6 bar Weight
84A2...5/84AT2...5 Symmetrical ~N [lbs] Kg [Ibs]
- 72°
X 30° 475 [107] 0,47 [1.04]
Y 45°
Dimensions and technical information are subject to change without notice SG-CTG | 35 @ESTQCD
a D) company



84A2..3 SERIES (DOUBLE 15" MOVEABLE LOWER JAWS)

Cam Type Sheet Metal Grippers | Dimensions and Technical Specifications

84A2.13 M4 /9 deep 55 o
= i
n!l o 7H.J‘l‘ T 1 ‘ ‘ [T { I 1 = 63 v
Wl N @ ‘ - MmN B S
NEEES ST . J[\ LT o —f 2
Bt | O L T =\
‘ m T . [ O R Y r
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113,3 Medium air, min. 3 bar, max. 6 bar.
136,3 Operation with oil-free air is permissible.

Addition of gripper teet.h height and thickness of ﬂ:\e clamped plufe. NOTE! Any extension of the moveable or fixed gripper jaws as
must be 20,5 mm. It might be necessary to use shim plates or to grind | \ell as the additional attachment of weights will void warrantee.
off the gripper teeth.
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T-groove for sensor

Model Opening Angle O Clamping force at 6 bar Weight
84A2..3/84AT2..3 Upper/Lower ~N [lbs] Kg [Ibs]
20 ] o
R 727715 475 [107] 0,6 [1.32]
T 45°/15
DEeEesTACO SG-CTG | 36 Dimensions and technical information are subject to change without notice
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84A2...5 SERIES (SINGLE 15" MOVEABLE LOWER JAW)

Cam Type Sheet Metal Grippers | Dimensions and Technical Specifications
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1133 Medi.um a!r, mjn. 3 bq!', max. 6 .bcx_r.
Addition of gripper teeth height and thickness of the clamped plate Operation with oil-free air is permissible.
must be 20,5 mm. It might be necessary to use shim plates or to grind
off the gripper teeth. NOTE! Any extension of the moveable or fixed gripper jaws as
well as the additional attachment of weights will void warrantee.
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T-groove for sensor

Model Opening Angle O, Clamping force at 6 bar
84A2...5/84AT2...5 Upper/Lower ~N [lbs] Kg [lbs]
2°/15°
8 72°15 475 [107] 0,47 [1.04]
T 45°/15
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